The mechanism of support schemes for achieving the required share of renewable energy sources (RES) was implemented into the energy sector. The issued amount of support requires state subsidies. The end-users of electricity are paying the mandatory procurement component taxes to cover these subsidies. The article examines the way of minimizing the influence of the existing RES supporting schemes on the consumers. The fixed purchased electricity price in the case of RES does not encourage producers to operate at hours of peak consumption or when the price is high. Modification of the RES support mechanisms at the legislative level, firstly, could minimize the influence of the mandatory procurement component on the end-users' electricity price, and secondly, could provide a great opportunity for the public trader to forecast the operation of small power plants and their generation abilities. Numerical experiments with models of two types of power plants (biofuel and hydropower) prove the existence of a problem and the presence of a solution. This problem constitutes the main subject of the present paper.
Introduction
In the development of the power industry, the modern community is striving to achieve four main goals [1] [2] [3] : increasing of efficiency; increasing of the reliability level; decreasing of the harmful environmental impact and climate change; ensuring of sustainability.
To improve the efficiency of energy supply, power systems have been restructured and a competitive electricity market has been created. The traditional centralised management of the sector is being superseded by management that is based on adequate reflection of the price signals of the market subjects. The task of ensuring reliability is entrusted to operators of transmission networks. To reduce the impact of the energy sector on climate change and to ensure the conditions for its sustainability, ambitious renewable energy development programs have been adopted [4] [5] [6] .
Looking beyond 2020 and striving to implement the above-mentioned programs, the European Commission has developed a network of renewable energy sources (RES) supporting schemes [7] . After several years of working with RES supporting schemes, the Commission has recognized the need for a more harmonized approach to RES support in the European Union (EU) [4] . In this article, an attempt is made to justify the necessary changes in the rules of support of renewable energy sources. To do this, an analysis of existing support mechanisms, identification of their deficiencies
Support of Renewable Generation
The right of the electricity producer using renewable energy sources to sell all the produced electricity at a guaranteed purchase price exists in all the European countries. The energy market competitiveness rules prescribe that all the power generated from RES should be sold to the public trader (which leads its activities in the interests of the consumers) at a guaranteed purchase price. Every day, the public trader sells and buys energy at the hourly market price; the difference between the guaranteed and market prices is covered by the electricity consumers. The guaranteed purchase price does not encourage the producer to choose the operating mode according to the market price because RES power plants are maximizing the amount of generated energy to receive higher profits. The absence of coordination of power plant operation according to the electricity market price is the main drawback of the support scheme [4] . The producers of electricity from RES do not suffer from the price fluctuations since they receive from the public trader, on an hourly basis, the same purchased electricity price. The important aspect is that such kind of regulation will not affect the income received by the producer but, on the other hand, it will affect the reduction of the difference between the trading prices, thus reducing the mandatory procurement component (MPC) or leaving it at the same level.
The operation of such power plants at the operators' own discretion affects not only the operation of the whole power system but also the individual plants because, as a result, they do not receive optimal operational control and distribution of the energy resources.
The scope of support can be divided into different types: feed-in tariffs (FIT), feed-in premiums (FIP), green certificates, etc. [2, 3] . The total value of the support issued for RES dictates the value of the MPC. Almost every country in the EU has its own supporting approaches to RES. In our article, the support schemes and their influence will be examined on the basis of the example of Latvia; however, the results provided in this study could be useful for any supported power plant. Latvia has the fourth highest MPC payment in the EU and the non-competitive situation is still intensifying for the large electricity consumers. The total amount of the existing support (in Latvia) above the market price in millions of € in 2015 was 254.9. The distribution of the MPC among the recipients in 2015 is presented in Figure 1 [16] . The mandatory procurement from RES including biogas power plants, biomass power plants, wind power plants and small hydropower plants equaled 37.1% of the total support amount in 2015. The mandatory procurement from the fossil-fueled combined heat and power plants equaled 18 .6% of the total support amount in 2015, whereas the capacity payment (RES) equaled only 2.0%. The capacity payment for the fossil-fueled combined heat and power plants equaled 42.3% of the total support amount in 2015 [16] .
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The scope of support can be divided into different types: feed-in tariffs (FIT), feed-in premiums (FIP), green certificates, etc. [2, 3] . The total value of the support issued for RES dictates the value of the MPC. Almost every country in the EU has its own supporting approaches to RES. In our article, the support schemes and their influence will be examined on the basis of the example of Latvia; however, the results provided in this study could be useful for any supported power plant. Latvia has the fourth highest MPC payment in the EU and the non-competitive situation is still intensifying for the large electricity consumers. The total amount of the existing support (in Latvia) above the market price in millions of € in 2015 was 254.9. The distribution of the MPC among the recipients in 2015 is presented in Figure 1 [16] . The mandatory procurement from RES including biogas power plants, biomass power plants, wind power plants and small hydropower plants equaled 37.1% of the total support amount in 2015. The mandatory procurement from the fossil-fueled combined heat and power plants equaled 18 .6% of the total support amount in 2015, whereas the capacity payment (RES) equaled only 2.0%. The capacity payment for the fossil-fueled combined heat and power plants equaled 42.3% of the total support amount in 2015 [16] . The total support to renewable energy, given the small dimensions of the country, should be recognized as very significant. An indirect confirmation of that can be seen in the rapid increase in the number of new small power plants [1] . Unfortunately, the considered process directly affects the electricity tariff. The total price of the consumed electricity for the end-user is formed by a number of significant factors and the final tariff consists of the following: the electricity trade price, €/kWh [1]; the tariff for the services of the distribution system, €/kWh; the tariff for the mandatory procurement component (MPC), €/kWh [1, 17] ; the value-added tax, €/kWh-traditionally, the most significant component in this cost category consists in the value-added tax (VAT) as well as the electric energy and emissions taxes [1] .
Within the support to the environment-friendly producers it is necessary to significantly increase the electricity price. The income of the supported energy producers who receive support from the government is not affected by the hourly market prices. As a result, energy is produced at the hours when the price is low and at periods of low demand, instead of periods when the prices are high or at peak hours. This fact affects not only the operation of the whole power system but also the individual plants, because, consequently, they do not receive optimal operational control and distribution of the energy resources (Figure 2 ). The total support to renewable energy, given the small dimensions of the country, should be recognized as very significant. An indirect confirmation of that can be seen in the rapid increase in the number of new small power plants [1] . Unfortunately, the considered process directly affects the electricity tariff. The total price of the consumed electricity for the end-user is formed by a number of significant factors and the final tariff consists of the following: the electricity trade price, €/kWh [1]; the tariff for the services of the distribution system, €/kWh; the tariff for the mandatory procurement component (MPC), €/kWh [1, 17] ; the value-added tax, €/kWh-traditionally, the most significant component in this cost category consists in the value-added tax (VAT) as well as the electric energy and emissions taxes [1] .
Within the support to the environment-friendly producers it is necessary to significantly increase the electricity price. The income of the supported energy producers who receive support from the government is not affected by the hourly market prices. As a result, energy is produced at the hours when the price is low and at periods of low demand, instead of periods when the prices are high or at peak hours. This fact affects not only the operation of the whole power system but also the individual plants, because, consequently, they do not receive optimal operational control and distribution of the energy resources ( Figure 2 shows a schedule of electricity generation by a group of small HPPs and CHPPs with a total capacity of 9.2 MW and 175 MW, respectively, for the year 2015. An analysis of the processes of change in the prices and the amount of generated energy enables a conclusion about insufficient co-ordination of the observed processes.
Task Statement
Three formulations of the task of optimizing the operating mode of power plants are possible:
1. The problem of optimization under operating conditions at a fixed price of the generated energy. 2. Using market prices as the main signal that influences the schedule of generated energy. 3. Optimization at the conditions of forming a coalition, which includes the operator of a power plant and an electricity trader. We assume that the trader represents the interests of society.
The first problem formulation supposes that the price is fixed (RES are supported by the feed-in tariff). In this case, the producer strives to maximize profit R by choosing the amount of generated energy; thus: Figure 2 shows a schedule of electricity generation by a group of small HPPs and CHPPs with a total capacity of 9.2 MW and 175 MW, respectively, for the year 2015. An analysis of the processes of change in the prices and the amount of generated energy enables a conclusion about insufficient co-ordination of the observed processes.
The problem of optimization under operating conditions at a fixed price of the generated energy. 2.
Using market prices as the main signal that influences the schedule of generated energy.
3.
Optimization at the conditions of forming a coalition, which includes the operator of a power plant and an electricity trader. We assume that the trader represents the interests of society.
The first problem formulation supposes that the price is fixed (RES are supported by the feed-in tariff). In this case, the producer strives to maximize profit R by choosing the amount of generated energy; thus:
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Subject to the inequalities: regarding the limits of capacity of the i-th unit over every t-th hour, MW: P i ≤ P t i ≤ P i , regarding the summary used energy resource limitation (for example, at a CHPP it is biofuel, whereas at a SHPP it is the amount of water used in the reservoir over the whole day period, m 3 ):
where c s , the fixed electricity price, €/MWh; c t , the electricity market price over every t-th hour, €/MWh; P i t , the energy generated by the i-th unit over every t-th hour, MWh; P i , P i , the maximum/ minimum capacity limits of the i-th unit, MW; P t * i , P t * * i , the energy produced that corresponds to the maximal revenue, MWh; E t i (P i t ), the energy production cost function, €/h; l t i , the amount of energy resource used over hour t, m 3 /h; L T , the amount of the energy resource available for use during the optimization period T (it can be expressed in m 3 of bio fuel or water). It is assumed that the producer has N production units, and those are using the same energy resource.
The energy is generated by the schedule chosen using (1); the trader sells it on the market, receiving income M T1 :
however, the power plant is paid a different amount M T2 , which is calculated using the guaranteed prices:
as a rule, M T2 > M T1 . The difference between incomes ∆M T such as:
is paid by the community. If the second problem formulation is used, the objective function is formulated striving to maximize the profit R T received by the power plant from selling the energy at the market price together with the consideration of the constraints as in (1):
The energy generated by the schedule chosen using (1) is sold by the trader on the market, receiving income M T3 :
as a rule, M T3 > M T1 . It has to be pointed out that when selecting the operating mode according to (4) , the amount of generated energy may somewhat diminish. However, in this case the energy will be sold at the hours when the prices are higher and, hence, the public trader will receive additional income:
, which can be distributed among the public trader and the producers or can be used to repay the state's RES subsidies and reduce the MPC.
Unfortunately, according to the mandatory procurement conditions, all the energy generated from RES is purchased by the public trader at a fixed price c s . It means that the power plant, regardless of the operating mode, which has been selected according to the market price, will receive revenue calculated according to the fixed price. As a result, the energy producer is not interested in choosing such a regime because it can reduce its profit. In addition, power plant control in the second case is more complicated. In order to change the situation and make the power generator interested in the operating mode, taking into account the market price, the public trader must share with him part of the additional profit. This is possible if a coalition (the third formulation of the optimization problem) is created that establishes a contractual relationship between the trader and the producer. In this case, transition from the first regulatory regime to the second one is possible and ensures an increase in revenue that must be distributed between the trader and the producer. The new task of a fair Energies 2017, 10, 800 6 of 12 distribution of additional profits arises. The Shapley value is one way to distribute the total gains to the players, assuming that they all collaborate [12] [13] [14] . In this paper, the description of power system relations between a public trader and a power plant is considered. The public trader is purchasing all the energy produced from RES. The contribution of the power plant to the reception of additional profit is only possible in a coalition with the public trader and is independent of the participation or non-participation of other power plants in the coalition. Thus, the game includes only two players and the Shapley distribution value S(v1) and S(v2) for both players in that coalition leads to the very simple equation:
Therefore, the additional income from establishing the coalition has to be split in half. We suppose that the public trader represents the community's interests; as a result, some part of the additional income is aimed at reducing the mandatory procurement components.
A simplified structure of the power plant optimization process is presented in Figure 3 .
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A simplified structure of the power plant optimization process is presented in Figure 3 . Currently, the management of small power plants is largely autonomous and does not require the use of highly qualified personnel and complex software tools. The optimization model of power plant operation according to market prices will complicate the personnel's work. To resolve this issue, we can use the services of a special company (aggregator), which serves many power plants and can generate the station's operation mode online.
The optimization objectives, the structure of the power plant and the characteristics of fuel dictate the specific task statement. The first factor to be considered for choosing the formulation of the problem is the time range. This time range can vary widely. In generation schedules, planning time can vary from 24 h to 2 weeks or even longer (for example, the operation of a biogas power plant should be determined for a planning horizon within one week (T = 168 h) or a longer period, since the process of biogas production from raw materials should be considered). In tasks of estimating the economic efficiency of a power plant, selecting the structure and power of equipment, the planning time may reach the values of several decades of planning. In such cases, the above-mentioned expressions can serve as a basis for evaluating economic indicators, for example, net present value (NPV) or internal rate of return (IRR) [15] . The second factor that influences the formulation of the task consists in uncertain variables such as: water inflow, ambient temperature, wind, etc. The uncertainty renders our task stochastic. The third factor that should be considered is the subtask of maximization of the objective functions taking into account the technological and environmental limitations.
The task solution starts from the prediction of the random processes (a forecast of the water inflows, the market prices and the heat demand). A significant number of publications have been devoted to the solution of prediction and optimization issues [18] [19] [20] ; a detailed description of the procedures used in the present article is beyond its scope. The volatility and uncertainty of the electricity price is widely discussed in [19] . Prediction can be performed using an artificial neural network. The algorithm and procedures used have been described in our previous works [21] [22] [23] [24] .
Case Study and Results
The case studies based on the regulation of RES according to market prices will demonstrate the opportunity to reconsider the mandatory procurement component in the future. The example of optimization is based on a real-life small-scale biogas power plant (CHPP) and a small hydropower plant (SHPP). First of all, we maximize the income received by the producer of electricity from RES. At the same time, indirectly, we reduce the influence of the MPC on the electricity market price [21] . The results based on the examples of a small CHPP and a small HPP prove the existence of the problems and of ways of solving them. It is assumed that the cost characteristics remain the same during the considered time horizon.
Biogas CHPP Description
The first example is based on the optimization of a real-life biogas CHPP to show the dependence on the raw material used in the production of energy. We take into account that the total amount of thermal and electrical energy produced depends on the type of biomass resource loaded into the fermenter over a planning time horizon of one week [25] [26] [27] .
The potential energy output E b depends on the type and amount of raw material (m 3 ) and its calorific value (kWh/m 3 ) [28] . In our case study, it is assumed that the biogas CHPP operates in cogeneration regime. The input data for the considered small CHPP is provided in Table 1 . The selected time period depending on the biogas production peculiarities is 168 h. The biogas yield value is needed to create the optimization model of the power plant. The production of electricity and heat depends on the amount of biogas used, the efficiency of the gas turbine and the calorific value of the biogas. The amount of chicken manure used (t) 882
The main criterion of our optimization problem is based on the restricted amount of biomass used; it should be equal to the total input of chicken manure for fermentation for the whole optimization period.
Small-Scale HPP Description
The second example shows the effect of the existing supporting schemes on the income received and is based on an economic feasibility study for a SHPP and calculates the difference between the income from fixed and market prices. We show the income computed by (1) and (2) and the net present value (NPV). If the producer receives additional income, the growth of the NPV accelerates. It is necessary to determine the rate of profit from the construction of the SHPP. The NPV calculation time period is 20 years. During the first ten years, the generated energy is sold at a fixed price. For the remaining ten years, it is sold at the market price.
The distinction from the already existing study lies in optimization, which is performed hourly for each year; the producer is planning their regime by assuming the day-ahead market results. The first case shows generation maximization according to a fixed price (the first ten years) and after ten years, the energy is sold at the market price. The second case concerns generation planning according to a market price schedule; NPV has been calculated for ten years with additional income and in the remaining ten years, the market price is used.
The SHPP's data are as follows: the plant has a dam as a water storage facility; SHPP construction time: 1 year; the investments have been 1 × 106 €; reservoir area: 274,000 m 2 ; nominal capacity: 300 kW; dam water head: 7.9-8.2 m; water discharge through the turbine: 4.5 m 3 /s; SHPP efficiency: 0.85.
To comply with the environmental restrictions during a two-week period, it is necessary to optimize the water level in the first and the last hour and it equals 8 m. To achieve the objectives set in this article, we assume a plant construction period of one year. The discount rate for Latvia's economic situation can be chosen as 7% for all the 20 years.
Thus, the optimization model takes into account the technical constraints and limitations of the environment, such as: the installed capacity limits, the water levels in the reservoir, the decrease or increase of the water level, the amount of water used, the ability to store water in the reservoir and the peculiarities of the selected operating mode of the SHPP at the considered time interval.
Biogas Power Plant Optimization Results
In our optimization, it is considered that a certain minimal amount of thermal energy should be provided by the power plant, which equals Q th = 250 kWh. An interruption of heat supply for 2-3 h leads to fluctuations of the permissible temperature because the inertia of heated spaces is used. We use the parameters of the power plant given in Table 1 . The linear programming method is used for the optimization of the biogas CHPP.
During the hours when the electricity price is the highest, we produce the maximum amount of electricity and thermal energy (Figure 4) . In contrast, when the electricity price is low, we do not utilize the whole resource of the biogas available and produce a minimum amount of electricity while providing the thermal energy needed for maintenance. The uniform distribution of raw material for the week ahead is presented in Figure 5 . Biofuel is distributed uniformly despite the electricity price schedule; such kind of CHPP regulation provides normal distribution from the maintenance point of view but does not ensure maximum profit [29] .
The electricity production from bio-resources is determined by the time required for the biomass fermentation process, since production of biogas from chicken manure can take a week or longer. Thus, the optimization process implementation needs to be extended from 24 h to a week or longer in order to increase the quality of biomass distribution.
According to the results of the optimization considered for the week ahead (Figure 4) , the income from the sold energy is 16,005.89 €. If the bio-resource is uniformly distributed over the planning horizon ( Figure 5) , it provides 15,040.37 €. However, when the producer distributes the raw material uniformly, the income decreases by 965.53 €. The distribution of biofuel according to the planned time schedule could provide more efficient use and an increase in the income. The electricity production from bio-resources is determined by the time required for the biomass fermentation process, since production of biogas from chicken manure can take a week or longer. Thus, the optimization process implementation needs to be extended from 24 h to a week or longer in order to increase the quality of biomass distribution.
According to the results of the optimization considered for the week ahead (Figure 4) , the income from the sold energy is 16,005.89 €. If the bio-resource is uniformly distributed over the planning horizon (Figure 5) , it provides 15,040.37 €. However, when the producer distributes the raw material uniformly, the income decreases by 965.53 €. The distribution of biofuel according to the planned time schedule could provide more efficient use and an increase in the income.
SHPP Feasibility Study Considering Market and Fixed Prices
During this study, we have developed a model for calculating the economic feasibility of a SHPP, which sells electrical energy to the public trader according to a fixed and/or market price. The technical and financial parameters of the project are collected and the water inflow predictions are performed. When building relatively small plants, the calculation of NPV and IRR is topical. Due to The electricity production from bio-resources is determined by the time required for the biomass fermentation process, since production of biogas from chicken manure can take a week or longer. Thus, the optimization process implementation needs to be extended from 24 h to a week or longer in order to increase the quality of biomass distribution.
According to the results of the optimization considered for the week ahead (Figure 4 ), the income from the sold energy is 16,005.89 €. If the bio-resource is uniformly distributed over the planning horizon ( Figure 5 ), it provides 15,040.37 €. However, when the producer distributes the raw material uniformly, the income decreases by 965.53 €. The distribution of biofuel according to the planned time schedule could provide more efficient use and an increase in the income.
During this study, we have developed a model for calculating the economic feasibility of a SHPP, which sells electrical energy to the public trader according to a fixed and/or market price. The technical and financial parameters of the project are collected and the water inflow predictions are performed. When building relatively small plants, the calculation of NPV and IRR is topical. Due to 
During this study, we have developed a model for calculating the economic feasibility of a SHPP, which sells electrical energy to the public trader according to a fixed and/or market price. The technical and financial parameters of the project are collected and the water inflow predictions are performed. When building relatively small plants, the calculation of NPV and IRR is topical. Due to this, the present article offers an example of calculating the expected revenue based on the developed algorithm, as well as the impact of that revenue on the return rate of the plant itself. The feasibility results are generalized for the whole year to find the expected annual income; and the feasibility study is done for a period of twenty years.
The generation distribution example for a two-week period is presented in Figure 6 . Obviously, we can see that the generation is stopped at hours of low prices The difference between the two NPVs ( Figure 7) at the 20th year is suitable, the first gained by the fixed price is 114,117 € and the second gained by market prices is significantly higher, namely, 241,079 €.
this, the present article offers an example of calculating the expected revenue based on the developed algorithm, as well as the impact of that revenue on the return rate of the plant itself. The feasibility results are generalized for the whole year to find the expected annual income; and the feasibility study is done for a period of twenty years.
The generation distribution example for a two-week period is presented in Figure 6 . Obviously, we can see that the generation is stopped at hours of low prices The difference between the two NPVs ( Figure 7) at the 20th year is suitable, the first gained by the fixed price is 114,117 € and the second gained by market prices is significantly higher, namely, 241,079 €. . NPV in two cases: (1) generated power according to granted supports (IRR1st = 9.96%); (2) generation planning according to the market price, yet with all the energy sold at a fixed price, plus an additional income from the public trader (IRR2nd = 11.82%).
The Influence of the Capacity of the SHPP Generators on the Received Income
At the different steps of power plant designing, the main part is to choose the reservoir volume and the installed capacity of each equipment unit. The influence of the chosen generator capacity on the received income will be shown below. The selection of a powerful generator could provide this, the present article offers an example of calculating the expected revenue based on the developed algorithm, as well as the impact of that revenue on the return rate of the plant itself. The feasibility results are generalized for the whole year to find the expected annual income; and the feasibility study is done for a period of twenty years. The generation distribution example for a two-week period is presented in Figure 6 . Obviously, we can see that the generation is stopped at hours of low prices The difference between the two NPVs ( Figure 7) at the 20th year is suitable, the first gained by the fixed price is 114,117 € and the second gained by market prices is significantly higher, namely, 241,079 €. . NPV in two cases: (1) generated power according to granted supports (IRR1st = 9.96%); (2) generation planning according to the market price, yet with all the energy sold at a fixed price, plus an additional income from the public trader (IRR2nd = 11.82%).
At the different steps of power plant designing, the main part is to choose the reservoir volume and the installed capacity of each equipment unit. The influence of the chosen generator capacity on the received income will be shown below. The selection of a powerful generator could provide . NPV in two cases: (1) generated power according to granted supports (IRR 1st = 9.96%); (2) generation planning according to the market price, yet with all the energy sold at a fixed price, plus an additional income from the public trader (IRR 2nd = 11.82%).
At the different steps of power plant designing, the main part is to choose the reservoir volume and the installed capacity of each equipment unit. The influence of the chosen generator capacity on the received income will be shown below. The selection of a powerful generator could provide flexibility of production at maximum price hours. We considered generators with an installed capacity of 250 kW (water discharge-4 m 3 ), 300 kW (water discharge-4.5 m 3 ) and 500 kW (water discharge-8 m 3 ) to find the influence of the capacity limitations. The three optimization results for 360 h show that the summary-generated power for the whole period is the same and equals 87.41 MWh because of the limited reservoir volume and its water level restrictions (the start and end point of water level for the considered optimization period is 8 m). The income amount changes along with the selected generator capacities; for the 250 kW generator, the income is 2825.13 €; for the 300 kW generator, the income is 2970.18 € and the 500 kW generator could provide 3172.81 €. The 500 kW generator could produce more electricity at the hours of the maximum price; however, in that case it discharges much more water from the reservoir. The above-mentioned situation appears at the conditions when the operation of the power plant is done according to the market price. In a real-life situation, the installed capacity of the SHPP considered in the feasibility study equals 300 kW, but with this example, we show that it is more effective to use 500 kW (in that case, the rate of return increases). Let us note that a similar situation can be observed in the analysis of the efficiency of the biogas CHPP.
Conclusions
The formation of a coalition consisting of an energy trader and an operator of a power plant ensures the interest in energy generation during the hours of its maximum demand and revenue growth. The formation of a coalition does not contradict the interests of society. On the contrary, part of the additional income can be used to reduce fees for the use of renewable energy. Using the proposed approach reduces the payback period of projects and contributes to the selection of generators of increased capacity.
